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(57) ABSTRACT

Systems and methods for microscope slide scanning using
multiple sensor arrays that receive imagery data from a single
optical axis are provided. A single, high quality, easily
obtained microscope objective lens is used to project an
image onto two or more sensor arrays. The sensor arrays can
be linear or two dimensional and imaging takes place along a
single optical axis. Simultaneous sensor acquisition and par-
allel data processing reduce the image acquisition time by a
factor of N, where N represents the number of sensors
employed.
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1
SYSTEM AND METHOD FOR SINGLE
OPTICAL AXIS MULTI-DETECTOR
MICROSCOPE SLIDE SCANNER

RELATED APPLICATION

The present application is a continuation of U.S. patent
application Ser. No. 11/679,422 filed on 27 Feb. 2007, which
claims priority to U.S. provisional patent application Ser. No.
60/777,531 filed on 27 Feb. 2006, and is a continuation-in-
part of U.S. patent application Ser. No. 11/173,818 filed on 1
Jul. 2005, now U.S. Pat. No. 7,457,446 issued 25 Nov. 2008,
each of which is incorporated herein by reference in its
entirety.

BACKGROUND

1. Field of the Invention

The present invention generally relates to virtual micros-
copy and more specifically relates to systems and methods for
multi-detector microscope slide scanning using a single opti-
cal axis.

2. Related Art

Conventional image tiling microscope slide scanners uti-
lize a single optical axis which projects a magnified image of
a small region of a microscope slide specimen onto a two
dimensional sensor array. To fully image an entire specimen
requires hundreds or thousands ofindividual images captured
by the two dimensional sensor array, commonly referred to as
“tiles.” The total time to image the specimen is a result of the
size of each tile, and the time duration of each exposure. One
example of an image tiling solution can be found in U.S. Pat.
No. 6,272,235.

FIG. 1 depicts the geometry of a single optical axis, two
dimensional sensor array scanning system (a conventional
image tiling system). The field of view of the magnification
optics is circular, and is typically matched to the vertical and
horizontal dimensions of the two dimensional sensor array.
The array has “pixels” arranged in a pattern of “n” pixels per
row, and comprises a total of “m” rows and “n” columns. A
single exposure captures an image of only a small portion of
the specimen. The specimen is then moved to a new region,
and another exposure is made, thus building up a composite
image comprising many hundreds, or thousands of tiles. If
more sensors could be utilized in parallel, with adequate data
processing, the image acquisition time would be reduced
drastically. Unfortunately, the field of view of the optics is not
sufficiently large to allow additional sensors, so the speed of
image acquisition is limited by the speed of the acquisition
device. Acquisition times, for tiling systems are typically
measured in tens of minutes or even hours.

Other scanning systems (e.g., parallel optical path scan-
ning systems) use multiple objective lenses traveling in par-
allel paths across the specimen. These multi-axis systems
require dozens of independent miniaturized microscope
objective lenses (i.e., parallel optical paths), each path expos-
ing a different region of a large two dimensional sensor array
as the objective lenses move across the specimen, which
greatly increases the speed of image acquisition. By using a
staggered, two dimensional pattern of optical elements, and
multiple exposures while the specimen moves, the entire
specimen area is exposed to various sections of the 2-D sensor
array. This type of system requires a custom fabricated two
dimensional sensor array. Quoted image acquisition times are
on the order of one minute for this type of system. One
example of a multi-axis, parallel optical path scanning solu-
tion can be found in U.S. Pat. No. 6,842,290.
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A third type of scanning system is referred to as a line
scanning system and makes use of a linear sensor array. The
technique and advantages of line scanning with a linear array
are described in U.S. Pat. No. 6,711,283, which is incorpo-
rated herein by reference in its entirety. FIG. illustrates a
single linear array “n” pixels wide onto which is projected a
magnified image of a microscope slide. The specimen is
moved at constant velocity “v” as a consecutive series of
exposures are taken (S1, S2 . . . Sm), resulting in a long,
vertical stripe of pixel dimensions “n” width by “m” height,
where “m” is limited only by the total height of the specimen
(or the distance traveled by the linear array, which may be
greater than the height of the specimen). The required veloc-
ity is determined by simply computing how far the specimen
must move (one pixel height “h”) during the exposure time “t”
of each line.

v=h/t

Typical values based upon resolution requirements and
available camera designs are h=0.5 micron, t=109 microsec-
ond, and sensor width n=2000 pixels. This results in a scan-
ning velocity of 4.59 mm/sec, and a width of 1.0 mm. For a
typical specimen size of 15x15 mm, the entire image is com-
prised of 15 stripes each 15 mm in height. Since the specimen
is moving continuously at 4.59 mm/sec, each stripe is scanned
in about 3.26 seconds, for a total image acquisition time of 49
sec. In practice, the total image acquisition time is increased
due to limitations in transferring the large amounts of data
over the computer bus, along with the time needed to compute
best focus, and perform several other data processing steps.
Depending on the speed of the data processing computer,
three minutes is a representative time for the entire process.

SUMMARY

Certain embodiments described herein include multiple
sensor arrays that receive imagery data along a single optical
axis (i.e., from a single objective lens) to greatly increase the
scanning performance. Accordingly, a single, high quality,
easily obtained microscope objective lens is used to project an
image onto two or more sensor arrays. The sensor arrays can
be linear or two dimensional and receive image data along a
single optical axis. Simultaneous sensor acquisition and par-
allel data processing reduce the image acquisition time by a
factor of n, where n represents the number of sensors
employed. Other features and advantages will become more
readily apparent to those of ordinary skill in the art after
reviewing the following detailed description and accompany-
ing drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

The details of the present invention, both as to its structure
and operation, may be gleaned in part by study of the accom-
panying drawings, in which like reference numerals refer to
like parts, and in which:

FIG.11s ablock diagram illustrating a conventional single
optical axis, single two dimensional array image tile scanning
system,

FIG. 2 is a block diagram illustrating an example single
optical axis, single linear array line scanning system, accord-
ing to an embodiment of the present invention;

FIG. 3 is a block diagram illustrating an example single
optical axis, multiple linear array line scanning system,
according to an embodiment of the present invention;
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FIG. 4 is a block diagram illustrating an example single
optical axis, multiple linear array line scanning system with a
beam splitter, according to an embodiment of the present
invention;

FIG. 5 is a block diagram illustrating an example single
optical axis, multiple linear array line scanning system using
tri-linear sensor arrays to capture color, according to an
embodiment of the present invention;

FIG. 6 is a block diagram illustrating an example single
optical axis, multiple two dimensional array image tile scan-
ning system, according to an embodiment of the present
invention;

FIG.7is ablock diagram of an example optical microscopy
system, according to an embodiment of the present invention;

FIG. 8is ablock diagram of an example optical microscopy
system, according to an embodiment of the present invention;
and

FIG. 9 is a block diagram illustrating an exemplary com-
puter system that may be used in connection with the various
embodiments described herein.

DETAILED DESCRIPTION

Certain embodiments disclosed herein describe single
optical axis microscope slide scanning systems and methods
that take a very different approach to solving the scanning
problem and have several advantages in speed, image quality
and simplicity of design. The embodiments disclosed herein
combine the simplicity and optical advantages of a single
optical axis, with the speed afforded by multiple sensor
arrays.

After reading this description it will become apparent to
one skilled in the art how to implement the invention in
various alternative embodiments and alternative applications.
However, although various embodiments of the present
invention will be described herein, it is understood that these
embodiments are presented by way of example only, and not
limitation. As such, this detailed description of various alter-
native embodiments should not be construed to limit the
scope or breadth of the present invention as set forth in the
appended claims.

Some of the advantages of a single optical axis include: (1)
a single, high quality, commercially available microscope
objective can outperform the miniaturized, molded plastic
micro lens array required by the multiple parallel optical path
(i.e., multiple objective lenses) approach; (2) when alternate
scanning resolutions are required for different specimen
types, it is a simple matter to substitute a suitable microscope
objective; (3) rather than relying on complex, difficult to
manufacture micro lens arrays and custom detector designs,
commonly available, less costly cameras and optics may be
employed; and (4) scanning speed may be increased simply
by adding additional sensors.

In FIG. 2, the single linear array provides space for addi-
tional arrays (not pictured) within the single field of view.
Numerous linear arrays could be positioned above or below
the central array, and still be well within the central portion of
the objective lens that produces images having the least opti-
cal distortion. Since the total area scanned in any time period
is limited by the maximum line rate of the sensor, faster
cameras can scan more lines per second. Alternatively, mul-
tiple sensors of identical line rates could be sampled concur-
rently, thus doubling or tripling the effective line rate of the
system. Accordingly, the scanning system is configured to
synchronize the exposures of multiple sensors with the cor-
responding positions of multiple sensors.
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FIG. 3 demonstrates a simple case comprising two arrays,
referred to as odd and even. In the illustrated embodiment, the
two arrays are located immediately adjacent to each other.
When they are simultaneously exposed, two adjacent scan
lines (O1 and E1) are be captured by the system in the amount
of time it would otherwise take to acquire a single line.
Because the specimen moves at substantially constant veloc-
ity v in a single sensor line scanning embodiment, in a double
sensor line scanning embodiment as illustrated in FIG. 3 the
scan velocity must be doubled to 2 v to avoid duplicating
captured scan lines. Additionally, the exposure time of each
sensor must be halved to t/2. This results in each sensor
effectively skipping the lines scanned by the other sensor.

In the illustrated embodiment, this is shown as the odd
sensor exposing all of the odd lines, and the even sensor
exposing all of the even lines to fill in the gaps. Since this is all
done at the maximum line rate of the sensor, the scan time is
reduced by a factor of two. Furthermore, with appropriate
sensor spacing and timing, the speed can be increased several
fold. Using typical values discussed earlier, a three linear
sensor array system will scan the same 15x15 mm area in
slightly over 16 seconds. With such short scan times, it
becomes unnecessary to detect and scan only those regions of
the slide containing tissue. The entire slide area may be rou-
tinely scanned, thus avoiding any possibility of missing very
small, but potentially important specimen fragments.

Although linear arrays are commonly one pixel high by N
pixels wide, in one embodiment it is impractical to physically
place them immediately side-by-side due to the necessary
space required around the edges of the array for electrical
connections. Rather than designing a custom (and expensive)
sensor of very narrow dimensions, a far more cost effective
approach is to use conventional, affordable sensors and to
logically orient the sensors so they are both parallel and
contiguous using a simple optical arrangement.

Accordingly, in one embodiment the scanning system
employs an “N-way” beam splitter, such that the single opti-
cal path is directed to N sensors, as shown in FIG. 4. This
requires the sensors to be mounted in such a way that each
sensor is parallel and offset from its logical neighbor by the
correct amount (an integer number of pixels). In the two
sensor example of FIG. 4, the Even Sensor is shifted down by
one pixel dimension. Alternatively, the sensors may be
mounted exactly co-linear, and the exposure timing circuit
can alternate exposures to ping-pong between sensors.

In one embodiment, with minor modification the multiple
sensor arrangement depicted in FIG. 4 may also be used to
acquire simultaneous images at multiple focus levels. For
example, some specimen types have thickness which exceeds
the depth of field of the imaging optics. The common tech-
nique for dealing with this is to scan the specimen at several
different focus depths, and allow the user to select the best
focus layer while viewing the scanned image. The main dif-
ficulty with this technique, other that the increased acquisi-
tion time, is that it puts stringent requirements on the stage
positioning system controlling the motion of the specimen. If
the lateral positions of each focus layer are not identical, to
sub-micron accuracy, then there will be lateral shifting of the
image as the user moves between different layers.

Advantageously, one or more optical elements are inserted
in the optical path of one or more sensors in the scanning
system to change the focus depth by an exact amount. In an
alternative embodiment, the sensors are mounted at slightly
different longitudinal distances from the specimen, resulting
in the same effect. The benefit of this simple scheme is that
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any slight lateral positioning errors would affect all sensors
simultaneously, therefore resulting in constant position errors
at all focal layers.

For ease of discussion, the previous descriptions did not
distinguish if the sensors were grayscale or color. Although
the concept is slightly more complicated for color sensors, the
same principles apply. The two most common methods for
achieving color, while still maintaining 100% fill factor pix-
els, are “beam-splitter cameras” or “tri-linear array” sensors.
Since a grayscale pixel does not actually sense color, some
grouping of three pixels, each able to detect one of three
colors (typically red, green, or blue) are employed.

In a beam splitter camera, the primary optical path is
divided within the camera into three paths, one path each for
red, green and blue. Each of these paths within the camera has
a single grayscale linear detector. When these three lines of
overlapping pixels are combined, the result is identical to a
full color (RGB) array. This type of camera, although
mechanically and optically complex is simple to understand
in use because for all practical purposes, it is simply a single
linear array capable of sensing color. Beam splitter cameras
are the most common form of color line scan camera. In one
embodiment, multiple color cameras of this type can be
employed to provide color scanning in the single optical path,
multiple sensor system described herein.

A second form of color line scan camera is much simpler
both mechanically and optically, and therefore less expen-
sive. Itis called a tri-linear array. It is typically a single silicon
substrate, comprising three parallel linear sensor arrays. Each
linear sensor array is covered with a red, green or blue filter.
The data processing for this type of camera is more compli-
cated. At any instant, the three rows are not imaging exactly
the same region because they are mechanically offset by a
small amount (the distance between the linear sensor arrays).
Accordingly, the image processing software or the camera
algorithms must perform what is called a “spatial correction”
which overlaps the correct rows which were sampled at
slightly different times.

FIG. 5 depicts a method for arranging two tri-linear arrays
such that they sample alternate line spaces, resulting in a full
color RGB sample. An enlarged portion of the optical field of
view is shown on the left side of FIG. 5. Two tri-linear arrays
are physically positioned as shown. By using a two way beam
splitter, the “even” array is optically positioned in the blank
spaces between the RGB lines of the “odd” array. In this
example, both sensors are exposed simultaneously. During
the first exposure period, the specimen passes under the
objective lens and is exposed to all three of the RGB lines,
resulting in the capture of “line 1” and “line 2, as shown on
the right side of FIG. 5. Since the specimen is moving at
constant velocity 2V, the next exposure period captures lines
3 and 4. As this process continues, every pixel location is
captured in all three colors at twice the speed possible with
only a single sensor.

There are several factors which limit the maximum speed
of any microscope slide scanning system. The maximum
pixel rate of the camera is determined by the design of the
sensor, and the availability of sufficiently high illumination
intensity required for very short exposure times. High speed
cameras operate at or near the maximum data rate of a typical
high speed PCI data bus. Data compression, almost a neces-
sity because of the large image sizes, depends on the speed of
the computer. And finally, the amount of computer memory
limits the size of the largest image buffers.

Advantageously, multiple sensor scanning eliminates
these limitations by allowing parallel data processing paths.
In the simplest terms, each sensor may be assigned to a
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dedicated “data channel.” Pixels acquired from a given sensor
at maximum speed are transferred to a dedicated computer
(e.g., processor) using a dedicated frame grabber. Image pro-
cessing, including spatial correction and data compression
may be performed independently, with the final image file
being created after all of the parallel processing has been
completed. With modern computer architecture, these ben-
efits may be achieved with a single computer comprised of
multiple processor units, multiple data buses, and the operat-
ing systems which support them.

The performance advantages of single optical axis, multi
sensor scanning are not limited to linear arrays. The most
common tiling camera sensor dimensions are between Y4 to
V4 inch. Since good quality microscope objective lenses are
capable of projecting an image of at least 1 inch in diameter at
the necessary resolution, it is possible to arrange more than
one two dimensional sensor array within the optical field of
view, as suggested in FIG. 6.

Turning to FIG. 7, a block diagram of a linear array optical
microscopy system 10 according to one embodiment is
shown. The heart of the system 10 is a microscope slide
scanner 11 that serves to scan and digitize a specimen or
sample 12. The sample 12 can be anything that may be inter-
rogated by optical microscopy. For instance, the sample 12
may be a microscope slide or other sample type that may be
interrogated by optical microscopy. A microscope slide is
frequently used as a viewing substrate for specimens that
include tissues and cells, chromosomes, DNA, protein, blood,
bone marrow, urine, bacteria, beads, biopsy materials, or any
other type of biological material or substance that is either
dead or alive, stained or unstained, labeled or unlabeled. The
sample 12 may also be an array of any type of DNA or
DNA -related material such as cDNA or RNA or protein that
is deposited on any type of slide or other substrate, including
any and all samples commonly known as a microarrays. The
sample 12 may be a microtiter plate, for example a 96-well
plate. Other examples of the sample 12 include integrated
circuit boards, electrophoresis records, petri dishes, film,
semiconductor materials, forensic materials, or machined
parts.

The scanner 11 includes a motorized stage 14, a micro-
scope objective lens 16, a line scan camera 18, and a data
processor 20. The sample 12 is positioned on the motorized
stage 14 for scanning. The motorized stage 14 is connected to
a stage controller 22 which is connected in turn to the data
processor 20. The data processor 20 determines the position
of the sample 12 on the motorized stage 14 via the stage
controller 22. In one embodiment, the motorized stage 14
moves the sample 12 in at least the two axes (x/y) that are in
the plane of the sample 12. Fine movements of the sample 12
along the optical z-axis may also be necessary for certain
applications of the scanner 11, for example, for focus control.
Z-axis movement is preferably accomplished with a piezo
positioner 24, such as the PIFOC from Polytec PI or the
MIPOS 3 from Piezosystem Jena. The piezo positioner 24 is
attached directly to the microscope objective 16 and is con-
nected to and directed by the data processor 20 via a piezo
controller 26. A means of providing a coarse focus adjustment
may also be needed and can be provided by z-axis movement
as part of the motorized stage 14 or a manual rack-and-pinion
coarse focus adjustment (not shown).

In one embodiment, the motorized stage 14 includes a high
precision positioning table with ball bearing linear ways to
provide smooth motion and excellent straight line and flatness
accuracy. For example, the motorized stage 14 could include
two Daedal model 106004 tables stacked one on top of the
other. Other types of motorized stages 14 are also suitable for
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the scanner 11, including stacked single axis stages based on
ways other than ball bearings, single- or multiple-axis posi-
tioning stages that are open in the center and are particularly
suitable for trans-illumination from below the sample, or
larger stages that can support a plurality of samples. In one
embodiment, motorized stage 14 includes two stacked single-
axis positioning tables, each coupled to two millimeter lead-
screws and Nema-23 stepping motors. At the maximum lead
screw speed of twenty-five revolutions per second, the maxi-
mum speed of the sample 12 on the motorized stage 14 is fifty
millimeters per second. Selection of a lead screw with larger
diameter, for example five millimeters, can increase the maxi-
mum speed to more than 100 millimeters per second. The
motorized stage 14 can be equipped with mechanical or opti-
cal position encoders which has the disadvantage of adding
significant expense to the system. Consequently, one embodi-
ment does not include position encoders. However, if one
were to use servo motors in place of stepping motors, then one
would have to use position feedback for proper control.

Position commands from the data processor 20 are con-
verted to motor current or voltage commands in the stage
controller 22. In one embodiment, the stage controller 22
includes a 2-axis servo/stepper motor controller (Compumo-
tor 6K2) and two 4-amp microstepping drives (Compumotor
OEMZ14). Microstepping provides a means for command-
ing the stepper motor in much smaller increments than the
relatively large single 1.8 degree motor step. For example, at
amicrostep of 100, the sample 12 can be commanded to move
at steps as small as 0.1 micrometer. A microstep of 25,000 is
used in one embodiment of this invention. Smaller step sizes
are also possible. It should be obvious that the optimum
selection of the motorized stage 14 and the stage controller 22
depends on many factors, including the nature of the sample
12, the desired time for sample digitization, and the desired
resolution of the resulting digital image of the sample 12.

The microscope objective lens 16 can be any microscope
objective lens commonly available. One of ordinary skill in
the art will realize that the choice of which objective lens to
use will depend on the particular circumstances. In one
embodiment, the microscope objective lens 16 is of the infin-
ity-corrected type.

The sample 12 is illuminated by an illumination system 28
that includes a light source 30 and illumination optics 32. The
light source 30 in one embodiment includes a variable inten-
sity halogen light source with a concave reflective mirror to
maximize light output and a KG-1 filter to suppress heat.
However, the light source 30 could also be any other type of
arc-lamp, laser, or other source of light. The illumination
optics 32 in one embodiment include a standard Kéhler illu-
mination system with two conjugate planes that are orthogo-
nal to the optical axis. The illumination optics 32 are repre-
sentative of the bright-field illumination optics that can be
found on most commercially available compound micro-
scopes sold by companies such as Carl Zeiss, Nikon, Olym-
pus, or Leica. One set of conjugate planes includes (i) a field
iris aperture illuminated by the light source 30, (ii) the object
plane that is defined by the focal plane of the sample 12, and
(iii) the plane containing the light-responsive elements of the
line scan camera 18. A second conjugate plane includes (i) the
filament of the bulb that is part of the light source 30, (ii) the
aperture of a condenser iris that sits immediately before the
condenser optics that are part of the illumination optics 32,
and (iii) the back focal plane of the microscope objective lens
16. In one embodiment, the sample 12 is illuminated and
imaged in transmission mode, with the line scan camera 18
sensing optical energy that is transmitted by the sample 12, or
conversely, optical energy that is absorbed by the sample 12.
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The scanner 11 of one embodiment is equally suitable for
detecting optical energy that is reflected from the sample 12,
in which case the light source 30, the illumination optics 32,
and the microscope objective lens 16 must be selected based
on compatibility with reflection imaging. One possible
embodiment may therefore be illumination through a fiber
optic bundle that is positioned above the sample 12. Other
possibilities include excitation that is spectrally conditioned
by a monochromator. If the microscope objective lens 16 is
selected to be compatible with phase-contrast microscopy,
then the incorporation of at least one phase stop in the con-
denser optics that are part of the illumination optics 32 will
enable the scanner 11 to be used for phase contrast micros-
copy. To one of ordinary skill in the art, the modifications
required for other types of microscopy such as differential
interference contrast and confocal microscopy should be
readily apparent. Overall, the scanner 11 is suitable, with
appropriate but well-known modifications, for the interroga-
tion of microscopic samples in any known mode of optical
microscopy.

Between the microscope objective lens 16 and the line scan
camera 18 are situated the line scan camera focusing optics 34
that focus the optical signal captured by the microscope
objective lens 16 onto the light-responsive elements of the
line scan camera 18. In a modern infinity-corrected micro-
scope the focusing optics between the microscope objective
lens and the eyepiece optics, or between the microscope
objective lens and an external imaging port, consist of an
optical element known as a tube lens that is part of a micro-
scope’s observation tube. Many times the tube lens consists of
multiple optical elements to prevent the introduction of coma
or astigmatism. One of the motivations for the relatively
recent change from traditional finite tube length optics to
infinity corrected optics was to increase the physical space in
which the optical energy from the sample 12 is parallel,
meaning that the focal point of this optical energy is at infin-
ity. In this case, accessory elements like dichroic mirrors or
filters can be inserted into the infinity space without changing
the optical path magnification or introducing undesirable
optical artifacts.

Infinity-corrected microscope objective lenses are typi-
cally inscribed with an infinity mark. The magnification of an
infinity corrected microscope objective lens is given by the
quotient of the focal length of the tube lens divided by the
focal length of the objective lens. For example, a tube lens
with a focal length of 180 millimeters will result in 20x
magnification if an objective lens with 9 millimeter focal
length is used. One of the reasons that the objective lenses
manufactured by different microscope manufacturers are not
compatible is because of a lack of standardization in the tube
lens focal length. For example, a 20x objective lens from
Olympus, a company that uses a 180 millimeter tube lens
focal length, will not provide a 20x magnification on a Nikon
microscope that is based on a different tube length focal
length of 200 millimeters. Instead, the effective magnification
of such an Olympus objective lens engraved with 20x and
having a 9 millimeter focal length will be 22.2x, obtained by
dividing the 200 millimeter tube lens focal length by the 9
millimeter focal length of the objective lens. Changing the
tube lens on a conventional microscope is virtually impos-
sible without disassembling the microscope. The tube lens is
part of a critical fixed element of the microscope. Another
contributing factor to the incompatibility between the objec-
tive lenses and microscopes manufactured by different manu-
facturers is the design of the eyepiece optics, the binoculars
through which the specimen is observed. While most of the
optical corrections have been designed into the microscope
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objective lens, most microscope users remain convinced that
there is some benefit in matching one manufacturers’ binocu-
lar optics with that same manufacturers’ microscope objec-
tive lenses to achieve the best visual image.

The line scan camera focusing optics 34 include a tube lens
optic mounted inside of a mechanical tube. Since the scanner
11, in its preferred embodiment, lacks binoculars or eye-
pieces for traditional visual observation, the problem suffered
by conventional microscopes of potential incompatibility
between objective lenses and binoculars is immediately
eliminated. One of ordinary skill will similarly realize that the
problem of achieving parfocality between the eyepieces of
the microscope and a digital image on a display monitor is
also eliminated by virtue of not having any eyepieces. Since
the scanner 11 also overcomes the field of view limitation of
a traditional microscope by providing a field of view that is
practically limited only by the physical boundaries of the
sample 12, the importance of magnification in an all-digital
imaging microscope such as provided by the present scanner
11 is limited. Once a portion of the sample 12 has been
digitized, it is straightforward to apply electronic magnifica-
tion, sometimes known as electric zoom, to an image of the
sample 12 in order to increase its magnification. Increasing
the magnification of an image electronically has the effect of
increasing the size of that image on the monitor that is used to
display the image. If too much electronic zoom is applied,
then the display monitor will be able to show only portions of
the magnified image. It is not possible, however, to use elec-
tronic magnification to display information that was not
present in the original optical signal that was digitized in the
first place. Since one of the objectives of the scanner 11 is to
provide high quality digital images, in lieu of visual observa-
tion through the eyepieces of a microscope, it is important
that the content of the images acquired by the scanner 11
include as much image detail as possible. The term resolution
is typically used to describe such image detail and the term
diffraction-limited is used to describe the wavelength-limited
maximum spatial detail available in an optical signal. The
scanner 11 provides diffraction-limited digital imaging by
selection of a tube lens focal length that is matched according
to the well know Nyquist sampling criteria to both the size of
an individual pixel element in a light-sensing camera such as
the line scan camera 18 and to the numerical aperture of the
microscope objective lens 16. It is well known that numerical
aperture, not magnification, is the resolution-limiting
attribute of a microscope objective lens 16.

An example will help to illustrate the optimum selection of
a tube lens focal length that is part of the line scan camera
focusing optics 34. Consider again the 20x microscope objec-
tive lens 16 with 9 millimeter focal length discussed previ-
ously and assume that this objective lens has a numerical
aperture of 0.50. Assuming no appreciable degradation from
the condenser, the diffraction-limited resolving power of this
objective lens at a wavelength of 500 nanometers is approxi-
mately 0.6 micrometers, obtained using the well-known Abbe
relationship. Assume further that the line scan camera 18,
which in its preferred embodiment has a plurality of 14
micrometer square pixels, is used to detect a portion of the
sample 12. In accordance with sampling theory, it is neces-
sary that at least two sensor pixels subtend the smallest
resolvable spatial feature. In this case, the tube lens must be
selected to achieve a magnification 0 46.7, obtained by divid-
ing 28 micrometers, which corresponds to two 14 micrometer
pixels, by 0.6 micrometers, the smallest resolvable feature
dimension. The optimum tube lens optic focal length is there-
fore about 420 millimeters, obtained by multiplying 46.7 by
9. The line scan focusing optics 34 with a tube lens optic
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having a focal length of 420 millimeters will therefore be
capable of acquiring images with the best possible spatial
resolution, similar to what would be observed by viewing a
specimen under a microscope using the same 20x objective
lens. To reiterate, the scanner 11 utilizes a traditional 20x
microscope objective lens 16 in a higher magnification opti-
cal configuration, in this example about 47x, in order to
acquire diffraction-limited digital images. If a traditional 20x
magnification objective lens 16 with a higher numerical aper-
ture were used, say 0.75, the required tube lens optic magni-
fication for diffraction-limited imaging would be about 615
millimeters, corresponding to an overall optical magnifica-
tion of 68x. Similarly, if the numerical aperture of the 20x
objective lens were only 0.3, the optimum tube lens optic
magnification would only be about 28, which corresponds to
a tube lens optic focal length of approximately 252 millime-
ters. The line scan camera focusing optics 34 are modular
elements of the scanner 11 and can be interchanged as nec-
essary for optimum digital imaging. The advantage of diffrac-
tion-limited digital imaging is particularly significant for
applications, for example bright field microscopy, in which
the reduction in signal brightness that accompanies increases
in magnification is readily compensated by increasing the
intensity of an appropriately designed illumination system
28.

In principle, it is possible to attach external magnification-
increasing optics to a conventional microscope-based digital
imaging system to effectively increase the tube lens magni-
fication so as to achieve diffraction-limited imaging as has
just been described for the present scanner 11; however, the
resulting decrease in the field of view is often unacceptable,
making this approach impractical. Furthermore, many users
of microscopes typically do not understand enough about the
details of diffraction-limited imaging to effectively employ
these techniques on their own. In practice, digital cameras are
attached to microscope ports with magnification-decreasing
optical couplers to attempt to increase the size of the field of
view to something more similar to what can be seen through
the eyepiece. The standard practice of adding de-magnifying
optics is a step in the wrong direction if the goal is to obtain
diffraction-limited digital images.

In a conventional microscope, different power objectives
lenses are typically used to view the specimen at different
resolutions and magnifications. Standard microscopes have a
nosepiece that holds five objectives lenses. In an all-digital
imaging system such as the present scanner 11 there is a need
for only one microscope objective lens 16 with a numerical
aperture corresponding to the highest spatial resolution desir-
able. One embodiment of the scanner 11 provides for only
one microscope objective lens 16. Once a diftraction-limited
digital image has been captured at this resolution, it is
straightforward using standard digital image processing tech-
niques, to present imagery information at any desirable
reduced resolutions and magnifications.

One embodiment of the scanner 11 is based on a Dalsa
SPARK line scan camera 18 with 1024 pixels (picture ele-
ments) arranged in a linear array, with each pixel having a
dimension of 14 by 14 micrometers. Any other type of linear
array, whether packaged as part of a camera or custom-inte-
grated into an imaging electronic module, can also be used.
Thelinear array in one embodiment effectively provides eight
bits of quantization, but other arrays providing higher or
lower level of quantization may also be used. Alternate arrays
based on 3-channel red-green-blue (RGB) color information
ortime delay integration (TDI), may also be used. TDI arrays
provide a substantially better signal-to-noise ratio (SNR) in
the output signal by summing intensity data from previously
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imaged regions of a specimen, yielding an increase in the
SNR that is in proportion to the square-root of the number of
integration stages. TDI arrays can comprise multiple stages of
linear arrays. TDI arrays are available with 24,32, 48, 64, 96,
or even more stages. The scanner 11 also supports linear
arrays that are manufactured in a variety of formats including
some with 512 pixels, some with 1024 pixels, and others
having as many as 4096 pixels. Appropriate, but well known,
modifications to the illumination system 28 and the line scan
camera focusing optics 34 may be required to accommodate
larger arrays. Linear arrays with a variety of pixel sizes can
also be used in scanner 11. The salient requirement for the
selection of any type of line scan camera 18 is that the sample
12 can be in motion with respect to the line scan camera 18
during the digitization of the sample 12 in order to obtain high
quality images, overcoming the static requirements of the
conventional imaging tiling approaches known in the prior
art.

The output signal of the line scan camera 18 is connected to
the data processor 20. The data processor 20 in one embodi-
ment includes a central processing unit with ancillary elec-
tronics, for example a motherboard, to support at least one
signal digitizing electronics board such as an imaging board
or a frame grabber. In one embodiment, the imaging board is
an EPIX PIXCID24 PCI bus imaging board, however, there
are many other types of imaging boards or frame grabbers
from a variety of manufacturers which could be used in place
of the EPIX board. An alternate embodiment could be a line
scan camera that uses an interface such as IEEE 1394, also
known as Firewire, to bypass the imaging board altogether
and store data directly on a data storage 38, such as a hard
disk.

The data processor 20 is also connected to a memory 36,
such as random access memory (RAM), for the short-term
storage of data, and to the data storage 38, such as ahard drive,
for long-term data storage. Further, the data processor 20 is
connected to a communications port 40 that is connected to a
network 42 such as a local area network (LAN), a wide area
network (WAN), a metropolitan area network (MAN), an
intranet, an extranet, or the global Internet. The memory 36
and the data storage 38 are also connected to each other. The
data processor 20 is also capable of executing computer pro-
grams, in the form of software, to control critical elements of
the scanner 11 such as the line scan camera 18 and the stage
controller 22, or for a variety of image-processing functions,
image-analysis functions, or networking. The data processor
20 can be based on any operating system, including operating
systems such as Windows, Linux, OS/2, Mac OS, and Unix.
In one embodiment, the data processor 20 operates based on
the Windows NT operating system.

The data processor 20, memory 36, data storage 38, and
communication port 40 are each elements that can be found in
a conventional computer. One example would be a personal
computer such as a Dell Dimension XPS T500 that features a
Pentium III 500 MHz processor and up to 756 megabytes
(MB) of RAM. In one embodiment, the computer, elements
which include the data processor 20, memory 36, data storage
38, and communications port 40 are all internal to the scanner
11, so that the only connection of the scanner 11 to the other
elements of the system 10 is the communication port40. In an
alternate embodiment of the scanner 11, the computer ele-
ments would be external to the scanner 11 with a correspond-
ing connection between the computer elements and the scan-
ner 11.

The scanner 11, in one embodiment of the invention, inte-
grates optical microscopy, digital imaging, motorized sample
positioning, computing, and network-based communications
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into a single-enclosure unit. The major advantage of packag-
ing the scanner 11 as a single-enclosure unit with the com-
munications port 40 as the primary means of data input and
output are reduced complexity and increased reliability. The
various elements of the scanner 11 are optimized to work
together, in sharp contrast to traditional microscope-based
imaging systems in which the microscope, light source,
motorized stage, camera, and computer are typically pro-
vided by different vendors and require substantial integration
and maintenance.

The communication port 40 provides a means for rapid
communications with the other elements of the system 10,
including the network 42. The presently preferred communi-
cations protocol for the communications port 40 is a carrier-
sense multiple-access collision detection protocol such as
Ethernet, together with the TCP/IP protocol for transmission
control and internetworking. The scanner 11 is intended to
work with any type of transmission media, including broad-
band, baseband, coaxial cable, twisted pair, fiber optics, DSL
or wireless.

In one embodiment, control of the scanner 11 and review of
the imagery data captured by the scanner 11 are performed on
a computer 44 that is connected to the network 42. The com-
puter 44, in its presently preferred embodiment, is connected
to a display monitor 46 to provide imagery information to an
operator. A plurality of computers 44 may be connected to the
network 42. In one embodiment, the computer 44 communi-
cates with the scanner 11 using a network browser such as
Internet Explorer from Microsoft or Netscape Communicator
from AOL. Images are stored on the scanner 11 in a common
compressed format such a JPEG which is an image format
that is compatible with standard image-decompression meth-
ods that are already built into most commercial browsers.
Other standard or non-standard, lossy or lossless, image com-
pression formats will also work. In one embodiment, the
scanner 11 is a webserver providing an operator interface that
is based on webpages that are sent from the scanner 11 to the
computer 44. For dynamic review of imagery data, the cur-
rently preferred embodiment of the scanner 11 is based on
playing back, for review on the display monitor 46 that is
connected to the computer 44, multiple frames of imagery
data using standard multiple-frame browser compatible soft-
ware packages such as Media-Player from Microsoft, Quick-
time from Apple Computer, or RealPlayer from Real Net-
works. In one embodiment, the browser on the computer 44
uses the hypertext transmission protocol (http) together with
TCP for transmission control.

There are, and will be in the future, many different means
and protocols by which the scanner 11 could communicate
with the computer 44, or a plurality of computers. While one
embodiment is based on standard means and protocols, the
approach of developing one or multiple customized software
modules known as applets is equally feasible and may be
desirable for selected future applications of the scanner 11.
Further, there are no constraints that computer 44 be of any
specific type such as a personal computer (PC) or be manu-
factured by any specific company such as Dell. One of the
advantages of a standardized communications port 40 is that
any type of computer 44 operating common network browser
software can communicate with the scanner 11.

If one so desires, it is possible, with some modifications to
the scanner 11, to obtain spectrally resolved images. Spec-
trally resolved images are images in which spectral informa-
tion is measured at every image pixel. Spectrally resolved
images could be obtained by replacing the line scan camera
18 of the scanner 11 with an optical slit and an imaging
spectrograph. The imaging spectrograph uses a two-dimen-
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sional CCD detector to capture wavelength-specific intensity
data for a column of image pixels by using a prism or grating
to disperse the optical signal that is focused on the optical slit
along each of the rows of the detector.

Turning now to FIG. 8, a block diagram of a second
embodiment of an optical microscopy system 10 according to
one embodiment is shown. In this system 10, the scanner 11
is more complex and expensive than the currently preferred
embodiment shown in FIG. 7. The additional attributes of the
scanner 11 that are shown do not all have to be present for any
alternate embodiment to function correctly. FIG. 8 is intended
to provide a reasonable example of additional features and
capabilities that could be incorporated into the scanner 11.

The alternate embodiment of FIG. 8 provides for a much
greater level of automation than one embodiment of FIG. 7. A
more complete level of automation ofthe illumination system
28 is achieved by connections between the data processor 20
and both the light source 30 and the illumination optics 32 of
the illumination system 28. The connection to the light source
30 may control the voltage, or current, in an open or closed
loop fashion, in order to control the intensity of the light
source 30. Recall that the light source 30 is a halogen bulb in
one embodiment. The connection between the data processor
20 and the illumination optics 32 could provide closed loop
control of the field iris aperture and the condenser iris to
provide a means for ensuring that optimum Kdhler illumina-
tion is maintained.

Use of the scanner 11 for fluorescence imaging requires
easily recognized modifications to the light source 30, the
illumination optics 32, and the microscope objective lens 16.
The second embodiment of FIG. 8 also provides for a fluo-
rescence filter cube 50 that includes an excitation filter, a
dichroic filter, and a barrier filter. The fluorescence filter cube
50 is positioned in the infinity corrected beam path that exists
between the microscope objective lens 16 and line scan cam-
era focusing optics 34. One embodiment for fluorescence
imaging could include the addition of a filter wheel or tunable
filter into the illumination optics 32 to provide appropriate
spectral excitation for the variety of fluorescent dyes or nano-
crystals available on the market.

The addition of at least one beam splitter 52 into the imag-
ing path allows the optical signal to be split into at least two
paths. The primary path is via the line scan camera focusing
optics 34, as discussed previously, to enable diffraction-lim-
ited imaging by the line scan camera 18. A second path is
provided via an area scan camera focusing optics 54 for
imaging by an area scan camera 56. It should be readily
apparent that proper selection of these two focusing optics
can ensure diffraction-limited imaging by the two camera
sensors having different pixel sizes. The area scan camera 56
can be one of many types that are currently available, includ-
ing a simple color video camera, a high performance, cooled,
CCD camera, or a variable integration-time fast frame cam-
era. The area scan camera 56 provides a traditional imaging
system configuration for the scanner 11. The area scan cam-
era 56 is connected to the data processor 20. If two cameras
are used, for example the line scan camera 18 and the area
scan camera 56, both camera types could be connected to the
data processor using either a single dual-purpose imaging
board, two different imaging boards, or the IEEE1394
Firewire interface, in which case one or both imaging boards
may not be needed. Other related methods of interfacing
imaging sensors to the data processor 20 are also available.

While the primary interface of the scanner 11 to the com-
puter 44 is via the network 42, there may be instances, for
example a failure of the network 42, where it is beneficial to
be able to connect the scanner 11 directly to a local output
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device such as a display monitor 58 and to also provide local
input devices such as a keyboard and mouse 60 that are
connected directly into the data processor 20 of the scanner
11. In this instance, the appropriate driver software and hard-
ware would have to be provided as well.

The second embodiment shown in FIG. 8 also provides for
a much greater level of automated imaging performance.
Enhanced automation of the imaging of the scanner 11 can be
achieved by closing the focus control loop comprising the
piezo positioner 24, the piezo controller 26, and the data
processor 20 using well-known methods of autofocus. The
second embodiment also provides for a motorized nose-piece
62 to accommodate several objectives lenses. The motorized
nose-piece 62 is connected to and directed by the data pro-
cessor 20 through a nose-piece controller 64.

There are other features and capabilities of the scanner 11
which could be incorporated. For example, the process of
scanning the sample 12 with respect to the microscope objec-
tive lens 16 that is substantially stationary in the x/y plane of
the sample 12 could be modified to comprise scanning of the
microscope objective lens 16 with respect to a stationary
sample 12. Scanning the sample 12, or scanning the micro-
scope objective lens 16, or scanning both the sample 12 and
the microscope objective lens 16 simultaneously, are possible
embodiments of the scanner 11 which can provide the same
large contiguous digital image of the sample 12 as discussed
previously.

The scanner 11 also provides a general purpose platform
for automating many types of microscope-based analyses.
The illumination system 28 could be modified from a tradi-
tional halogen lamp or arc-lamp to a laser-based illumination
system to permit scanning of the sample 12 with laser exci-
tation. Modifications, including the incorporation of a photo-
multiplier tube or other non-imaging detector, in addition to
or in lieu of the line scan camera 18 or the area scan camera
56, could be used to provide a means of detecting the optical
signal resulting from the interaction of the laser energy with
the sample 12.

FIG. 9 is a block diagram illustrating an exemplary com-
puter system 550 that may be used in connection with the
various embodiments described herein. For example, the
computer system 550 may be used in conjunction with the
various types and embodiments of scanning systems
described above. However, other computer systems and/or
architectures may be used, as will be clear to those skilled in
the art.

The computer system 550 preferably includes one or more
processors, such as processor 552. Additional processors may
be provided, such as an auxiliary processor to manage input/
output, an auxiliary processor to perform floating point math-
ematical operations, a special-purpose microprocessor hav-
ing an architecture suitable for fast execution of signal
processing algorithms (e.g., digital signal processor), a slave
processor subordinate to the main processing system (e.g.,
back-end processor), an additional microprocessor or con-
troller for dual or multiple processor systems, or a coproces-
sor. Such auxiliary processors may be discrete processors or
may be integrated with the processor 552.

The processor 552 is preferably connected to a communi-
cation bus 554. The communication bus 554 may include a
data channel for facilitating information transfer between
storage and other peripheral components of the computer
system 550. The communication bus 554 further may provide
a set of signals used for communication with the processor
552, including a data bus, address bus, and control bus (not
shown). The communication bus 554 may comprise any stan-
dard or non-standard bus architecture such as, for example,
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bus architectures compliant with industry standard architec-
ture (“ISA”), extended industry standard architecture
(“EISA”), Micro Channel Architecture (“MCA”), peripheral
component interconnect (“PCI”) local bus, or standards pro-
mulgated by the Institute of Electrical and Electronics Engi-
neers (“IEEE”) including IEEE 488 general-purpose inter-
face bus (“GPIB”), IEEE 696/S-100, and the like.

Computer system 550 preferably includes a main memory
556 and may also include a secondary memory 558. The main
memory 556 provides storage of instructions and data for
programs executing on the processor 552. The main memory
556 is typically semiconductor-based memory such as
dynamic random access memory (“DRAM”) and/or static
random access memory (“SRAM”). Other semiconductor-
based memory types include, for example, synchronous
dynamic random access memory (“SDRAM”), Rambus
dynamic random access memory (“RDRAM”), ferroelectric
random access memory (“FRAM?”), and the like, including
read only memory (“ROM”).

The secondary memory 558 may optionally include a hard
disk drive 560 and/or a removable storage drive 562, for
example a floppy disk drive, a magnetic tape drive, a compact
disc (“CD”) drive, a digital versatile disc (“DVD”) drive, etc.
The removable storage drive 562 reads from and/or writes to
a removable storage medium 564 in a well-known manner.
Removable storage medium 564 may be, for example, a
floppy disk, magnetic tape, CD, DVD, etc.

The removable storage medium 564 is preferably a com-
puter readable medium having stored thereon computer
executable code (i.e., software) and/or data. The computer
software or data stored on the removable storage medium 564
is read into the computer system 550 as electrical communi-
cation signals 578.

In alternative embodiments, secondary memory 558 may
include other similar means for allowing computer programs
or other data or instructions to be loaded into the computer
system 550. Such means may include, for example, an exter-
nal storage medium 572 and an interface 570. Examples of
external storage medium 572 may include an external hard
disk drive or an external optical drive, or and external mag-
neto-optical drive.

Other examples of secondary memory 558 may include
semiconductor-based memory such as programmable read-
only memory (“PROM”), erasable programmable read-only
memory (“EPROM”), -electrically erasable read-only
memory (“EEPROM”), or flash memory (block oriented
memory similar to EEPROM). Also included are any other
removable storage units 572 and interfaces 570, which allow
software and data to be transferred from the removable stor-
age unit 572 to the computer system 550.

Computer system 550 may also include a communication
interface 574. The communication interface 574 allows soft-
ware and data to be transferred between computer system 550
and external devices (e.g. printers), networks, or information
sources. For example, computer software or executable code
may be transferred to computer system 550 from a network
server via communication interface 574. Examples of com-
munication interface 574 include a modem, a network inter-
face card (“NIC”), a communications port, a PCMCIA slot
and card, an infrared interface, and an IEEE 1394 fire-wire,
just to name a few.

Communication interface 574 preferably implements
industry promulgated protocol standards, such as Ethernet
IEEE 802 standards, Fiber Channel, digital subscriber line
(“DSL”), asynchronous digital subscriber line (“ADSL”),
frame relay, asynchronous transfer mode (“ATM”), inte-
grated digital services network (“ISDN”), personal commu-
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nications services (“PCS”), transmission control protocol/
Internet protocol (“TCP/IP”), serial line Internet protocol/
point to point protocol (“SLIP/PPP”), and so on, but may also
implement customized or non-standard interface protocols as
well.

Software and data transferred via communication interface
574 are generally in the form of electrical communication
signals 578. These signals 578 are preferably provided to
communication interface 574 via a communication channel
576. Communication channel 576 carries signals 578 and can
be implemented using a variety of wired or wireless commu-
nication means including wire or cable, fiber optics, conven-
tional phone line, cellular phone link, wireless data commu-
nication link, radio frequency (RF) link, or infrared link, just
to name a few.

Computer executable code (i.e., computer programs or
software) is stored in the main memory 556 and/or the sec-
ondary memory 558. Computer programs can also be
received via communication interface 574 and stored in the
main memory 556 and/or the secondary memory 558. Such
computer programs, when executed, enable the computer
system 550 to perform the various functions of an embodi-
ment as previously described.

In this description, the term “computer readable medium”
is used to refer to any media used to provide computer execut-
able code (e.g., software and computer programs) to the com-
puter system 550. Examples of these media include main
memory 556, secondary memory 558 (including hard disk
drive 560, removable storage medium 564, and external stor-
age medium 572), and any peripheral device communica-
tively coupled with communication interface 574 (including a
network information server or other network device). These
computer readable mediums are means for providing execut-
able code, programming instructions, and software to the
computer system 550.

In an embodiment that is implemented using software, the
software may be stored on a computer readable medium and
loaded into computer system 550 by way of removable stor-
age drive 562, interface 570, or communication interface 574.
In such an embodiment, the software is loaded into the com-
puter system 550 in the form of electrical communication
signals 578. The software, when executed by the processor
552, preferably causes the processor 552 to perform the
inventive features and functions previously described herein.

Various embodiments may also be implemented primarily
in hardware using, for example, components such as applica-
tion specific integrated circuits (“ASICs™), or field program-
mable gate arrays (“FPGAs”). Implementation of a hardware
state machine capable of performing the functions described
herein will also be apparent to those skilled in the relevant art.
Various embodiments may also be implemented using a com-
bination of both hardware and software.

Furthermore, those of skill in the art will appreciate that the
various illustrative logical blocks, modules, circuits, and
method steps described in connection with the above
described figures and the embodiments disclosed herein can
often be implemented as electronic hardware, computer soft-
ware, or combinations of both. To clearly illustrate this inter-
changeability of hardware and software, various illustrative
components, blocks, modules, circuits, and steps have been
described above generally in terms of their functionality.
Whether such functionality is implemented as hardware or
software depends upon the particular application and design
constraints imposed on the overall system. Skilled persons
can implement the described functionality in varying ways
for each particular application, but such implementation deci-
sions should not be interpreted as causing a departure from
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the scope of the invention. In addition, the grouping of func-
tions within a module, block, circuit or step is for ease of
description. Specific functions or steps can be moved from
one module, block or circuit to another without departing
from the invention.

Moreover, the various illustrative logical blocks, modules,
and methods described in connection with the embodiments
disclosed herein can be implemented or performed with a
general purpose processor, a digital signal processor
(“DSP”), an ASIC, FPGA or other programmable logic
device, discrete gate or transistor logic, discrete hardware
components, or any combination thereof designed to perform
the functions described herein. A general-purpose processor
can be a microprocessor, but in the alternative, the processor
can be any processor, controller, microcontroller, or state
machine. A processor can also be implemented as a combi-
nation of computing devices, for example, a combination of a
DSP and a microprocessor, a plurality of microprocessors,
one or more microprocessors in conjunction with a DSP core,
or any other such configuration.

Additionally, the steps of a method or algorithm described
in connection with the embodiments disclosed herein can be
embodied directly in hardware, in a software module
executed by a processor, or in a combination of the two. A
software module can reside in RAM memory, flash memory,
ROM memory, EPROM memory, EEPROM memory, regis-
ters, hard disk, a removable disk, a CD-ROM, or any other
form of storage medium including a network storage
medium. An exemplary storage medium can be coupled to the
processor such the processor can read information from, and
write information to, the storage medium. In the alternative,
the storage medium can be integral to the processor. The
processor and the storage medium can also reside in an ASIC.

The above description of the disclosed embodiments is
provided to enable any person skilled in the art to make or use
the invention. Various modifications to these embodiments
will be readily apparent to those skilled in the art, and the
generic principles described herein can be applied to other
embodiments without departing from the spirit or scope of the
invention. Thus, it is to be understood that the description and
drawings presented herein represent a presently preferred
embodiment of the invention and are therefore representative
of the subject matter which is broadly contemplated by the
present invention. [tis further understood that the scope of the
present invention fully encompasses other embodiments that
may become obvious to those skilled in the art and that the
scope of the present invention is accordingly not limited by
the described embodiments.

The invention claimed is:

1. A system for capturing a digital image of a slide, the

system comprising:

an objective lens having a single optical axis;

a beam splitter optically coupled to the objective lens and
configured to provide an image of a sample from the
objective lens to a plurality of sensors;

a first sensor optically coupled to the objective lens via the
beam splitter and configured to capture a first portion of
the image; and

a second sensor optically coupled to the objective lens via
the beam splitter and configured to capture a second
portion of the image at substantially the same time as the
first sensor captures the first portion of the image;

wherein an edge of the first portion of the image is adjacent
to an edge of the second portion of the image, and each
of'the edges is orthogonal to a scan direction.
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2. The system of claim 1, further comprising a motorized
stage configured to move the sample relative to the objective
lens in the scan direction.

3. The system of claim 2, wherein the motorized stage is
configured to move the sample at a constant velocity.

4. The system of claim 1, wherein the objective lens is
configured to move relative to the sample in the scan direc-
tion.

5. The system of claim 1, wherein each of the first sensor
and the second sensor comprises a beam splitter and three
linear detectors, wherein the beam splitter separates a portion
of'the image into separate color paths, and each of the separate
color paths is captured by a different one of the three linear
detectors.

6. The system of claim 1, wherein each of the first sensor
and the second sensor comprises a tri-linear array comprising
three linear sensor arrays, wherein each of the three linear
sensor arrays is covered with a different color filter.

7. The system of claim 1, further comprising at least one
data processor which aligns the first portion of the image and
the second portion of the image into a contiguous portion of
the image.

8. The system of claim 1, further comprising at least one
data processor which processes the captured first portion of
the image and the captured second portion of the image in
parallel.

9. The system of claim 8, wherein the processing comprises
one or more of spatial correction and compression.

10. The system of claim 1, further comprising a positioner
configured to move the objective lens along the single optical
axis to adjust a focus of the objective lens.

11. The system of claim 1, further comprising a web server
that provides an operator interface.

12. A method for capturing a digital image of a slide, the
method comprising:

by an objective lens having a single optical axis, receiving

an image of a sample;

by a beam splitter optically coupled to the objective lens,

providing the image from the objective lens to a plurality
of sensors;

by a first sensor optically coupled to the objective lens,

capturing a first portion of the image; and

by a second sensor optically coupled to the objective lens,

capturing a second portion of the image;

wherein an edge of the first portion of the image is adjacent

to an edge of the second portion of the image, and each
of the edges is orthogonal to a scan direction.

13. The method of claim 12, further comprising, by a
motorized stage, moving the sample in the scan direction at a
constant velocity relative to the objective lens.

14. The method of claim 12, wherein each of the first sensor
and the second sensor comprises a beam splitter and three
linear detectors, and wherein capturing the first and second
portions of the image comprises:

by the beam splitter of each of the first sensor and the

second sensor, separating the respective portion of the
image into separate color paths; and

by each of the three linear detectors of the first sensor and

the second sensor, capturing a different one of the sepa-
rate color paths.

15. The method of claim 12, wherein each of the first sensor
and the second sensor comprise a tri-linear array comprising
three linear sensor arrays, wherein each of the three linear
sensor arrays is covered with a different color filter.
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16. The method of claim 12, further comprising, by at least
one data processor, aligning the first portion of the image and
the second portion of the image into a contiguous portion of
the image.

17. The method of claim 12, further comprising, by at least
one data processor, processing the captured first portion of the
image and the captured second portion of the image in paral-
lel.

18. The method of claim 12, further comprising, by a
positioner, moving the objective lens along the single optical
axis to adjust a focus of the objective lens.

19. A system for capturing a digital image of a slide, the
system comprising:

an objective lens having a single optical axis;

a beam splitter optically coupled to the objective lens and
configured to provide an image from the objective lens
to a plurality of sensors;

a first sensor optically coupled to the objective lens via the
beam splitter and configured to capture a first portion of
the image at a first focus level; and

a second sensor optically coupled to the objective lens via
the beam splitter and configured to capture a second
portion of the image at a second, different focus level at
substantially the same time as the first sensor captures
the first portion of the image at the first focus level.

20. The system of claim 19, wherein the first portion of the

image and the second portion of the image are the same.
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